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ICC-ES Listing Report 
ESL-1541 

Reissued March 2024

This listing is subject to renewal March 2025. 

CSI: DIVISION: 07 00 00-THERMAL AND MOISTURE PROTECTION 
Section: 07 46 33-Plastic Siding 

Product Certification System: 

The ICC-ES product-certification system includes evaluating reports of tests of standard manufactured 
product, prepared by accredited testing laboratories and provided by the listee, to verify compliance with 
applicable codes and standards.  The system also involves factory inspections, and assessment and 
surveillance of the listee’s quality system. 

Product: CERTAINTEED CEDAR IMPRESSIONS® POLYMER SHAKE AND SHINGLE SIDING 

Listee: CERTAINTEED LLC.

Evaluation: CertainTeed Cedar Impressions® Polymer Shake and Shingle Siding is a  polypropylene (PP) siding. The 
siding was evaluated based on testing in accordance to the following standards: 

 CAN/ULC-S102.2:2018, Standard Method of Test for Surface Burning Characteristics of Flooring, Floor 
Coverings, and Miscellaneous Materials and Assemblies, ULC Standards 

Findings: CertainTeed Cedar Impressions® Polymer Shake and Shingle Siding has a Flame Spread Rating of 75 and a 
Smoke Developed Classification of 445, when tested in accordance with CAN/ULC-S102.2, and as referenced 
in the applicable section of the following code edition. 

 National Building Code of Canada® 2020 
Applicable Section: Volume 2- Division B: 9.27.13.1(2) 

Identification:  

1. The ICC-ES mark of conformity, electronic labeling, or the listing report number (ICC-ES ESL-1541),
and when applicable, the ICC-ES listing mark, along with the name, registered trademark, or
registered logo of the listee must be included in the product label.

2. In addition, the siding panels and shingles described in this listing are identified by a stamp bearing the
manufacturer’s name (CertainTeed), the product name and code and the statement “Conforms to ASTM
Specification D7254”.

3. The report holder’s contact information is the following:

CERTAINTEED LLC
20 MOORES ROAD
MALVERN, PENNSYLVANIA 19355
(800) 233-8990
www.certainteed.com

Installation:  

The siding must be installed in accordance with the CertainTeed LLC.’s published installation instructions and 
conform to the attachment requirements in Subsection 9.27.5 of the National Building Code of Canada® 2020.  

The sheathing must be covered with a sheathing membrane as required in Subsection 9.27.3 of the 
National Building Code of Canada® 2020. Flashing must be provided at all openings, penetrations, and 
abutments with dissimilar materials, in accordance with Subsection 9.27.3.7 and 9.27.3.8 of the 
National Building Code of Canada® 2020. 
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Siding panels and individual shingles must be attached to sheathing substrate with galvanized, or stainless 
steel ring shank roofing nails with length 11/2 inches or 15/8 inches (38 mm or 41 mm), a steel shank diameter 
of 1/8-inch (3.18 mm), and a 3/8-inch or 7/16-inch diameter (9.5 mm or 11.1 mm) head. 

The siding panel must be installed over the sheathing substrate in accordance with the applicable code. The 
siding panel and accessories must be fastened to framing having a minimum specific gravity of 0.42, or 
structural sheathing, with roofing nails with a minimum embedment into framing of 3/4 inch (19.1 mm). When 
fastening to structural sheathing, nail penetration must be at least 3/4 inch (19.1 mm) beyond the backside of 
the sheathing.  

Accessory materials such as corners, starter strips and trim must be fastened in accordance with the 
manufacturer’s instructions, with the starter strip fastened similar to the siding. 

Conditions of listing: 

1. The listing addresses only conformance with the standards and code sections noted above. 

2. Approval of the product’s use is the sole responsibility of the local code official. 

3. The listing applies only to the materials tested and as submitted for review by ICC-ES. 

4. The siding panels and shingles are manufactured in McPherson, Kansas, under a quality control program 
with inspections by ICC-ES. 


